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§650.307

§650.307 Bridge inspection organiza-
tion.

(a) Each State transportation depart-
ment must inspect, or cause to be in-
spected, all highway bridges located on
public roads that are fully or partially
located within the State’s boundaries,
except for bridges that are owned by
Federal agencies.

(b) Federal agencies must inspect, or
cause to be inspected, all highway
bridges located on public roads that are
fully or partially located within the re-
spective agency responsibility or juris-
diction.

(c) Bach State transportation depart-
ment or Federal agency must include a
bridge inspection organization that is
responsible for the following:

(1) Statewide or Federal agencywide
bridge inspection policies and proce-
dures, quality assurance and quality
control, and preparation and mainte-
nance of a bridge inventory.

(2) Bridge inspections, reports, load
ratings and other requirements of
these standards.

(d) Functions identified in para-
graphs (c)(1) and (2) of this section may
be delegated, but such delegation does
not relieve the State transportation
department or Federal agency of any of
its responsibilities under this subpart.

(e) The State transportation depart-
ment or Federal agency bridge inspec-
tion organization must have a program
manager with the qualifications de-
fined in §650.309(a), who has been dele-
gated responsibility for paragraphs
(c)(1) and (2) of this section.

§650.309 Qualifications of personnel.

(a) A program manager must, at a
minimum:

(1) Be a registered professional engi-
neer, or have ten years bridge inspec-
tion experience; and

(2) Successfully complete a Federal
Highway Administration (FHWA) ap-
proved comprehensive bridge inspec-
tion training course.

(b) There are five ways to qualify as
a team leader. A team leader must, at
a minimum:

(1) Have the qualifications specified
in paragraph (a) of this section; or

(2) Have five years bridge inspection
experience and have successfully com-
pleted an FHWA approved comprehen-
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sive bridge inspection training course;
or

(3) Be certified as a Level IIT or IV
Bridge Safety Inspector under the Na-
tional Society of Professional Engi-
neer’s program for National Certifi-
cation in Engineering Technologies
(NICET) and have successfully com-
pleted an FHWA approved comprehen-
sive bridge inspection training course,
or

(4) Have all of the following:

(i) A bachelor’s degree in engineering
from a college or university accredited
by or determined as substantially
equivalent by the Accreditation Board
for Engineering and Technology;

(i1) Successfully passed the National
Council of Examiners for Engineering
and Surveying Fundamentals of Engi-
neering examination;

(iii) Two years of bridge inspection
experience; and

(iv) Successfully completed an FHWA
approved comprehensive bridge inspec-
tion training course, or

(5) Have all of the following:

(i) An associate’s degree in engineer-
ing or engineering technology from a
college or university accredited by or
determined as substantially equivalent
by the Accreditation Board for Engi-
neering and Technology;

(ii) Four years of bridge inspection
experience; and

(iii) Successfully completed an
FHWA approved comprehensive bridge
inspection training course.

(¢) The individual charged with the
overall responsibility for load rating
bridges must be a registered profes-
sional engineer.

(d) An underwater bridge inspection
diver must complete an FHWA ap-
proved comprehensive bridge inspec-
tion training course or other FHWA ap-
proved underwater diver bridge inspec-
tion training course.

§650.311 Inspection frequency.

(a) Routine inspections. (1) Inspect
each bridge at regular intervals not to
exceed twenty-four months.

(2) Certain bridges require inspection
at less than twenty-four-month inter-
vals. Establish criteria to determine
the level and frequency to which these
bridges are inspected considering such
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